Material Safety Data Sheet
SECTION 1: IDENTIFICATION

IDENTITY (As listed on label): TOI – Spray

Date Prepared: 02/01/02

SECTION 2: HAZARDOUS INGREDIENTS / IDENTITY INFORMATION

HAZARDOUS COMPONENTS 
    % RANGE
           ACGIH TVL               OSHA PEL
Formaldehyde


     37.0 – 37.5
            0.3 ppm ceiling          0.5 ppm (8hr TWA Action Level) 









             0.75 ppm (8hr TWA)









             2.00 ppm (15 min STEL)

Methanol



     15.0 max.
            200 ppm* (8 hr)          200 ppm (8 hr)







            250 ppm* STEL

* (Skin) This notation indicates that absorption through skin can contribute significantly to overall exposure.

SECTION 3: PHYSICAL / CHEMICAL CHARACTERISTICS

Boiling Point: 100°F

Specific Gravity (Water = 1): 1.08
Odor: Pungent Odor

Vapor Pressure: N/A

Percent Volatile by Volume: N/A
pH:

Vapor Density (Air = 1): N/A
Evaporation Rate Butyl Acetate = 1): N/A
% Solids at 100%: N/A

Solubility in Water: Complete
Appearance: Blue Liquid
SECTION 4: FIRE AND EXPLOSION HAZARD DATA
Flash Point (Method Used): N/A

Extinguishing Media:  water spray, dry, chemical, alcohol foam, or CO2

Special Fire Fighting Procedures: WEAR SELF CONTAINED BREATHING APPARATUS

Unusual Fire and Explosion hazards: None Known

SECTION 5: REACTIVITY DATA
Stability: X

Incompatibility (Materials To Avoid): Phenol, strong acids or alkali, oxiders. Reaction with Hydrochloric Acid may form Bis-Chloromethyl ether. 


Hazardous Polymerization: Will not occur


Conditions to Avoid: ELEVATED TEMPERATURES

Hazardous Decomposition or Byproducts: Thermal decomposition may produce carbon 

monoxide and / or carbon dioxide. 

SECTION 6: HEALTH HAZARD DATA

Routes of Entry: Skin, ingestion, eyes

Health Hazards (Acute and Chronic): N/A

Carcinogenicity: Formaldehyde is on the National Toxicology Program list of suspect 

carcinogens.

Signs and Symptoms if Exposure: Liquid and / or vapors are severe eye, skin, and respiratory 

irritants.

Emergency and First Aid Procedures: 


Eyes: Flush with large amounts of water. Call physician.


Skin: Flush with Water:


Ingestion:  poison – dilute by drinking large quantities of water. Call Physician.


Inhalation: Remove to fresh air. If breathing is difficult, give oxygen. Call physician. 


Medical condition generally aggravated by exposure: may be fatal or cause blindness if swallowed. Call physician.

SECTION 7: PRECAUTIONS FOR SAFE HANDLING AND USE
Waste Disposal Method: Absorb residue and dispose according to local, state, and federal 


regulations.

Steps to be Taken if Material is Released or Spilled: Eliminate all ignition sources, recover free 

liquid, absorb residue and dispose according to local, state, and federal regulations. 

Precautions to be Taken in Handling & Storage: Keep away from heat and flame. DO NOT 


STORE ABOVE 110 F. DO NOT FREEZE.

Other Precautions: Do not get in eyes, on skin or clothing. DO not inhale vapors.

SECTION 8: CONTROL MEASURES
Respiratory Protection: Where air contaminants can exceed acceptable criteria – use NIOSH / 


MSH approved respirators.
Ventilation: Maintain adequate ventilation.

Eye Protection: Goggles

Protective Equipment or Clothing: Aprons and gloves

Other Protective Clothing or Equipment: Handle in accordance with good industrial hygiene and safety practices> Wash thoroughly after handling.

Date: 02/01/02

NOTICE: The information herein is based on data considered to be accurate as of the date of preparation of this Material Safety Data Sheet. However, no warranty or representation, expressed, or implied, is made as to the accuracy or completeness of the foregoing data and safety information. The user assumes all liability for any damage or injury resulting from abnormal use, from any failure to adhere to recommended practices, or from any hazards inherent in the nature of this product. This form complies with OSHA Form 174.
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